
WET BLASTING SYSTEM VB H

Data sheet

All benefits at a glance

�	 Made entirely of stainless steel 

�	 Loading through double side doors

�	 Special rubber coating for high wear protection 

and noise reduction 

�	 Homogeneous mixing of blast media and water 

for constant surface quality

�	 Suitable for fine blast media

�	 Low dust and moisture emission because of 

special filter system  

Model MIDJET VB 75 H VB 100 H VB 130 H VB 150 H VB 200 H

Blasting chamber dimensions  
(L x W x H) 460 x 460 x 465 740 x 650 x 740 990 x 990 x 

1,080
1,230 x 990 x 

1,090 
1,490 x 1,390 x 

1,150 
1,980 x 1,390 x 

1,090 

Door dimensions (L x H) 410 x 230 610 x 640 960 x 1,045 960 x 1,090 1,360 x 1,080 1,360 x 1,090

Stand alone unit with 2 side doors • • • • •

Rainshower window cleaning • • • • • •

Slurry Pump 1/2" 1" 1" 1" 1"1/2 1"1/2

Filter unit • • • • • •

Manual turntable (stainless steel) - o o o o o

Side trolley with integrated turntable 
on railways (200 Kg) (stainless steel) - - o o o o

Side trolley with integrated turntable 
on railways (1000 Kg) (stainless steel) - - o o o o

Motorised rotating drum (various 
sizes) - o o o o o

Inner lining for noise absorbing - • • • • •

Special painting o o o o o o

Additional filter unit H13 - o o o o o

Manual paper filter unit - o o o o o

Manometer diameter 100 mm with 
certificate o o o o o o

Digital Manometer with certificate o o o o o o
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