
INJECTOR BLAST MACHINE VB S

Data sheet

All benefits at a glance

� Robust manual blasting unit with double side 

doors

� Inner rubber coating for wear protection

� Soundproofed 

� Numerous sizes and options available 

� Recycling systems for blast media preparation 

optional 

� Optional loading station with loading cart 

Model VB 75 S VB 100 S VB 130 S VB 150 S

Blasting chamber dimensions (L x P x H) 740 x 575 x 740 990 x 915 x 1,080 1,290 x 915 x 1,080 1,490 x 1,240 x 1,150

Door dimensions (L x H) 613 x 645 960 x 1,045 960 x 1,045  1,360 x 1,045

Stand alone unit with 2 side doors • • • •

Inner lining for wear protection and noise absor-
bing • • • •

Manual adjustable media distributor • • • •

Media recycling with microcylones • • • •

Quick media emptying • • • •

Stand alone filter unit • • • •

Manual turntable o o o o

Side trolley with integrated turntable on railways 
(200 Kg) o o o o

Side trolley with integrated turntable on railways 
(1000 Kg) - o o o

Motorised rotating drum (various sizes) o o o o

Ergonomics : Electrical height adjustment of wor-
king position o o o o

Special painting o o o o

Side Pass through o o o o

Media recycling with cyclone (type SC) o o o o
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